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Peggy Edmiston Administration Building Roof Replacement

ADDENDUM NO. 3

Project: Peggy Edmiston Administration Building Roof Replacement
Location: 1075 Mullins Station Road, Memphis, TN 38134

Owner: Shelby County Government

Architect: John Pruett Architects, 1869 Madison Avenue, Memphis, TN 38104

Phone: (901)721-9062, Fax: (901)721-9063, pruettarchitects @bellsouth.net
Date: December 13, 2013

This Addendum No.3 hereby modifies the Project Manual (dated November 18, 2013) and forms a part of the
Contract Documents for the Peggy Edmiston Administration Building Roof Replacement Project RFP #14-011-
24 as if bound therein. All Bidders shall acknowledge receipt of Addendum No. 3 on the Bid Form.

Item 1- Drawing Modifications
Details 1 and 3 from Sheet A501 (dated November 18, 2013) are revised. Replace the details with the attached
revisions:

Detail 1/A501 — REVISED Drip Edge with Coated Metal Edge, dated December 13, 2013

Detail 3 /A501 — REVISED Detail at High Wall Flashing, dated December 13, 2013

Item 2 — Wage Rates
The Davis-Bacon wage rates apply to this project.

Item 3 — Clarification of note on sheet M-1
Mechanical note on sheet M-1 says:
“Disconnect all utilities and ductwork. Install new curbs. Reinstall all units on new curbs. Reconnect all
utilites and ductwork. Check for operation of the units and provide start up report.”
Clarification note:
Refer to sheet M-1 Roof Top Unit Numbers.
The following units will receive New Curbs: RTU-6, RTU-7. RTI-9, RTU-12.
The following units will remain on existing Curbs: RTU-1, RTU-2, RTU-3, RTU-4, RTU-5, RTU-8,
RTU-10, RTU-11, RTU-13, RTU-14, RTU-15, RTU-16, RTU-17.
Refer to Architectural Sheets for detail references related to both new and reused curbs.

Item 4 — Rooftop Expansion Joints
Contractor will replace all existing rooftop expansion joints with new rooftop expansion joint assemblies per
Typical Roof Expansion Joint Detail 10/A501.

Item 5 - Contractor Qualifications

Refer to Shelby County RFP Part II, Sub-Part 12 "Contractor Qualifications."

Refer also to Specification Section 01 11 13 Summary of the Work, Part 1.5 B "Contractor Qualifications."
NOTE: A pre-qualified, insured roofing company with a license in the State of Tennessee and able to
bond the project themselves will be the Prime Contractor and will be the contracting entity with Shelby
County for this project.

END OF ADDENDUM NO 3

Attachments:
Detail 1/ A501 — REVISED Drip Edge with Coated Metal Edge, dated December 13, 2013
Detail 3/ A501 — REVISED Detail at High Wall Flashing, dated December 13, 2013
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AT BUILDING EDGES WHERE VERTICAL WALL DOES NOT RECEIVE ROOFING MATERIALS, THE
3" TURNED DOWN REINFORCED MEMBRANE IS FULLY ADHERED DIRECTLY TO THE BUILDING
FACADE.

8" WIDE REINFORCED MEMBRANE HEAT WELDED

COATED METAL DRIP EDGE WITH HEMMED EDGE.
TURN DOWN VERTICALLY 4-1/2"

HEAT WELDED LAP

GALV. ANGULAR SHANK ROOFING NAILS 4" O.C.
STAGGERED OR SCREWS 12" O.C.

METAL FASCIA CLEAT WITH FASTENERS 12" O.C.

FULLY ADHERED REINFORCED MEMBRANE. TURN
DOWN 3" ONTO VERTICAL FACE.

ROOF INSULATION PROTECTION BOARD
PROTECTION BOARD

ROOF INSULATION. SLOPE TO 1" THICK
AT EDGE. SEE PLANS.

o 1 LAYER SBS HEAT-WELD GRANULE
COATED MODIFIED BITUMEN
MEMBRANE MOISTURE BARRIER
PRESSURE TREATED WOOD NAILER

5/4" X 4" MIN. SECURED TO DECK.
CUT TOP TO SLOPE W/ROOF SURFACE PLANE

EXISTING DECK AND WALL CONSTRUCTION
EXISTING BUILDING FACADE

ROOF INSULATION PROTECTION BOARD MECHANICALLY
FASTENED TO THE WALL

BONDING ADHESIVE
NOTE: REINFORCED MEMBRANE WALL FLASHING

1. REFER TO DETAIL ROOFING MANUFACTURER'S SPECIFICATIONS FOR METAL JOINT DETAIL.

2. ACONTINUOUS METAL CLEAT IS REQUIRED.
3. APPLY TPO CUT EDGE SEALANT TO ALL CUT REINFORCED TPO EDGES.

REVISED
DETAIL AT DRIP EDGE WITH

/ 1"\ COATED METAL EDGE
\asot/

A501 NTS 200-300 211A
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ROOF INSULATION PROTECTION BOARD
(VERTICAL) MECHANICALLY FASTENED
TO EXISTING BUILDING FACADE

TERMINATION BAR FASTENED 12" O.C. OR PLATES
AND FASTENERS

HEAT WELDED LAP

B \
7> BONDING ADHESIVE

L REINFORCED MEMBRANE - PROVIDE MEMBRANE

LAP WITH TERMINATION BAR AT 54" MAX.
VERTICALLY

WALL FLASHING WITH TERMINATION BAR

§ ——REINFORCED MEMBRANE - TURN UP BEHIND
‘5"’! "\\\ ——HEAT WELDED LAP
-

ROOF INSULATION PROTECTION BOARD
ROOF INSULATION

1 LAYER SBS HEAT-WELD GRANULE COATED MODIFIED
BITUMEN MEMBRANE MOISTURE BARRIER

NOTE: EXISTING ROOF DECK

1. APPLY TPO CUT EDGE SEALANT TO ALL CUT REINFORCED TPO EDGES

REVISED
DETAIL AT

A501 NTS

/"3 HIGH WALL FLASHING
\asot/
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