SEE SHEET C0.02 NOTES:

— — : 1. UTILITY DISCLAIMER-
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INDICATED ARE APPROXIMATE ONLY, AND THOSE
INDICATED ARE NOT NECESSARILY ALL WHICH MAY
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) ARE INDICATED OR NOT. CONTRACTOR SHALL
& ASSUME THE RESPONSIBILITY FOR ANY DAMAGE TO
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REMOVE EXIST. WATER LINE CONSTRUCTION PLANS OR NOT, DURING WORK ON
THE PROJECT.

B R — 2. FOR UNDERGROUND UTILITY LOCATIONS CALL

o N . P 1-800-351—-1111.

(f L AN\ e . EXISTING GATE TO REMAIN

IR IRR AR ‘L B - 25'of Ex.12"Concrete Pipe 3. FIELD VERIFY EXISTING GRADES AND COMPARE WITH

{ h Inv In:244.20’ PLAN ON THIS SHEET. REPORT ALL DISCREPANCIES

v 0ut:243.96' TO THE ARCHITECT PRIOR TO STARTING CONSTRUCTION

Slope: 0.95% OPERATIONS.

EXISTING DRAINAGE

PIPE TO REMAIN 4. EXISTING POWER POLES WILL BE RELOCATED BY
MEMPHIS LIGHT, GAS & WATER. CONTRACTOR SHALL

REMOVE EXISTING COORDINATE WITH UTILITY COMPANY DURING

CONC. PAD CONSTRUCTION.

ADJUST EXISTING CLEANOUT
TO FINISHED GRADE

ARCHITECTS
clarkdizonarchitectsoom

MADISOM AVEMUE / MEMPHIS, TH 38104

REMOVE EXISTING
ASPHALT PAVEMENT,
FULL DEPTH

2055

= 2 oy U7 T
B ST T Stoper 0828
‘REMOVYE - EX{SITNG:

. DRAINAGE - PIPE ;2%

Q"Qé)

RELOCATE” EXISTING 25
Lo fFIRE “HYDRANT .
Lot mwgsgg;i}’,.:‘.-
(X
" Iny:238,56",
4PVG(EY -\

e

13'0f Ex.15"Carrugoted Metal Pipe 5. REMOVAL OF EXISTING DOG KENNEL BUILDING, SKEET
e TOWERS AND TRAILER OFFICE BUILDING SHALL BE BY
REMOVE APPROX. 18 Slope: 0,087 OWNER AND NOT A PART OF THIS CONTRACT.

L.F. OF EXIST.

o SEWER PIPE

@‘&\e

b @ T NG LIMIT OF WATER LINE REMOVAL
& REMOVE EXISTING —/ o e ) ‘

SEWER MANHOLE T@e :

RELOCATE EXISTING
POWER POLE AND

ANCHORS (BY OTHERS)

REMOVE EXISTING
.. SEE RANGE PLANS FOR SPECIAL TOPSOIL : ASPHALT PAVEMENT,
e “REMOVAL LIMITS. SPECIAL TOPSOIL FULL DEPTH
.REMOVAL SHALL CONSIST OF REMOVING
14" OF TOPSOIL AND STOCKPILE IN A
SEPARATE LOCATION FOR USE AS
\BALLISTIC SAND. ALL OTHER TOPSOIL
'SHALL BE REMOVED AND STOCKPILED

"ACCORDING TO THE SPECIFICATIONS. REMOVE EXISTING POST\@ &

REMOVE EXISTING— - !
DRAINAGE PIPE o

Q C

1 E=81424906

W\ " 7=245.050
37°0f Ex.15"Concrete Pipe

o ITH \ Inv 1n:243.05’
& \ v Out:242.71"
 Slope: 0.92%

MEMPHIS, TENNESSEE

&

s DMH
", Rim:245.66

LINE TO

RELOCATE EXISTING POWER R
POLE AND ANCHORS (BY ,

TES g L W[ - |

REMOVE EXISTING
CONC. PAD

REMOVE EXISTING_j,,.ELéC. BOX

Y COUNTY SHERIFF’S OFFICE

Sidewalk

LB

800 DOVECREST

SHE

&
stsb
&

RENIOVE EXISTING POST-

RN 3
CRf3 - e :7"[
N=31921222.

V E=81 3,9.98'.'1 9‘ :

REMOVE EXISTING —
CONC. SIDEWALK

&

5
O
>
Z
=
=
=
m
2
Z
=
-
<
=
[
0,
-
£a
T
z
=
=

W LT,

REMOVE EXISTING
CONC. PAD

L. Anchor

/ LRELOCATE EXISTING\POWER
POLE AND ANCHORS\(BY

] REMOVE EXISTING
N e IR & ASPHALT ‘PAVEMENT,

—_— & FULL DEPTH

REMOVE EXISTING/D

CONC. PAD

REMOVE
EXISTING

WATER RELOCATE EXISTING
METER METAL BUILDING,: CONC.
SLAB TO REMAIN

< i RS

& p\Rl-:Méow-: EXISTING

SR
NS g ELEC BOX

AT

REVISIONS:

REMOVE EXISTING CONC. SLAB

4

REMOVE TREES

REMOVE

: € WOOD BOX

129'of Ex.15",HDPE Pipe Sidewalk DATEI
Inv In:241.38

v 0ut240.12° AUGUST 28, 2012

', Slope: 0.98%

& DRAWN BY:
o o* RDL

= — "= o -— — -' —
' % SHEET TITLE:
DEMOLITION

17°f Ex.15°HOPE P.ipe
PLAN

21°of Ex.21"Corrugated Metal Pipe
Inv In:242.26'

s (4 Yo Inv Out:242.19’
~ Slope: 0.33%

~ DMH
Rim:243.71"

~~~~~~~~ 2 a e

- — ' _ 02190 W N

Slope: 0.06%
..... [ €77 SR

123'0f Ex.15°HDPE Pipe

Inv In:240.84'

Inv Qut:240.02’

Slope: 0.66%

[ NORTH

6P#4
NC518874.08 L1 1 (IR
Vgg@mos.gg
43430 M0
) 0 30'

o 15' 60'

Flec Conduits

SHEET NO:

Inv In:240.01" . . .
Inv 0ut:239.04' engineering since 1915

\ﬂ*\:ﬁ 167'f ExISHOPE Pipe Allen&Hoshall
X \ Slope: 0.58% 1661 International Drive  Memphis, TN 38120
> 901 820 0820 fax 901 683 1001
www.allenhoshall.com u




