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GENERAL LIGHTING NOTES:

1. CONTRACTOR SHALL INSTALL A SEPARATE, UNSWITCHED HOT CONDUCTOR
(UPSTREAM OF ANY SWITCHES, RELAYS, ETC.) TO EACH [EMERGENCY
BALLAST], [EMERGENCY LIGHTING UNIT] AND EXIT SIGN. HOT CONDUCTOR
MUST BE DERIVED FROM SAME BRANCH CIRCUIT SERVING NORMAL LIGHTING
IN ASSOCIATED AREA, AS REQUIRED BY ARTICLE 700 OF NEC, UNLESS
NOTED OTHERWISE.

2. COORDINATE CEILING TYPES WITH ARCHITECTURAL DRAWINGS PRIOR TO
CONSTRUCTION. FURNISH ALL HARDWARE REQUIRED TO PROPERLY INSTALL
LIGHTING FIXTURES IN RESPECTIVE CEILING TYPES.

ROUTE THRU LIGHTING 3. COORDINATE LIGHTING FIXTURES WITH RESPECTIVE CIRCUIT VOLTAGES AS A
CONTACTOR. INDICATED ON THE DRAWINGS.

4. SUPPORT EACH RECESSED LIGHT FIXTURE INDEPENDENTLY OF THE
ASSOCIATED CEILING GRID. SUPPORT SYSTEM SHALL BE GRIPPLE Y—FIT OR
/X{ FE APPROVED EQUAL. FIXTURES SHALL BE SUPPORTED AT OPPOSITE DIAGONAL

X1 CORNERS AND FASTENED TO THE STRUCTURE ABOVE. FURNISH ALL
4 REQUIRED FASTENERS AND ACCESSORIES FROM ASSOCIATED SUPPORT
SYSTEM MANUFACTURER. SUPPORT SYSTEM SHALL BE INSTALLED PER THE
MANUFACTURER’S INSTRUCTIONS.
A2—1
5. SUPPORT EACH RECESSED LIGHT FIXTURE INDEPENDENTLY OF THE
E ASSOCIATED CEILING GRID. CONTRACTOR SHALL SUPPORT EACH DOWNLIGHT
(<10LBS) WITH ONE (1) SLACK #12 SAFETY WIRE. ALL OTHER RECESSED
FIXTURES (UP TO 2'X4’ AND <56LBS) SHALL BE SUPPORTED WITH TWO (2)
#12 SAFETY WIRES CONNECTED AT OPPOSITE, DIAGONAL CORNERS. WIRING
SHALL BE LOOPED THROUGH HANGER TABS INTEGRAL WITH FIXTURE
HOUSINGS AND SHALL BE SECURELY FASTENED TO STRUCTURE SAME AS

/

AD—5 ROUTE THRU LIGHTING CEILING SYSTEMS. EACH END OF SAFETY WIRE SHALL BE WRAPPED WITH
CONTACTOR. MINIMUM THREE (3) TURNS (1-1/2" LENGTH).
6. WALL SWITCHES SHALL BE MOUNTED AT 48 INCHES AFF TO CENTER
‘ X ‘E' G UNLESS NOTED OTHERWISE. SWITCHES MOUNTED IN MASONRY WALLS SHALL
m BE ADJUSTED TO AVOID INTERFERENCE WITH COURSING.

7. COORDINATE FINAL LOCATIONS OF EMERGENCY BALLAST REMOTE TEST
SWITCHES (IF AVAILABLE) WITH THE ARCHITECT PRIOR TO ROUGH-IN.
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