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FLOOR PLAN - POWER

SCALE: 1/8" = 1'-0"

1.

GENERAL POWER/SYSTEMS NOTES:

ALL OUTLETS SHALL BE MOUNTED AT 18 INCHES AFF TO CENTER UNLESS NOTED
OTHERWISE (SEE NOTE 3 BELOW). OUTLETS IN MASONRY WALLS SHALL BE
ADJUSTED AS REQUIRED TO AVOID INTERFERENCE WITH COURSING.

MOUNTING HEIGHTS OF ALL OUTLETS ARE TO CENTER OF DEVICES AND ARE
SHOWN FOR REFERENCE ONLY. CONTRACTOR SHALL ADJUST HEIGHTS AS
REQUIRED TO AVOID INTERFERENCE WITH MILLWORK. OUTLETS INSTALLED ABOVE
COUNTERTOPS SHALL BE MOUNTED 2 INCHES CLEAR ABOVE BACKSPLASHES.

INSTALL (1) 3/4" CONDUIT WITH PULL STRING FROM EACH TELECOM OUTLET TO
ACCESSIBLE CEILING SPACE OF ADJACENT CORRIDOR UNLESS NOTED OTHERWISE.

INSTALL INSULATED BUSHINGS AT THE ENDS OF ALL TELECOM CONDUITS TO
PREVENT DAMAGE TO CABLE INSULATION.

INSTALL BLANK COVER PLATES OVER ALL UNUSED TELECOM WALL BOXES. COVER
PLATES SHALL MATCH COVER AND MATERIAL OF ALL OTHER WIRING DEVICE
PLATES.

ARRANGEMENT OF EQUIPMENT IN ELECTRICAL ROOMS IS FOR REFERENCE ONLY.
CONTRACTOR SHALL UTILIZE DIMENSIONS SUPPLIED BY EQUIPMENT
MANUFACTURERS AND ADJUST LOCATIONS AS REQUIRED TO PROVIDE ADEQUATE
WORKING CLEARANCES.

POWER KEY NOTES:

CONTRACTOR SHALL PROVIDE J—BOX IN WALL WITH 3/4" CONDUIT TO
CEILING SPACE FOR SECURITY USE. CONTRACTOR SHALL COOQORDINATE
LOCATION AND MOUNTING HEIGHTS WITH DOOR SUPPLIER PRIOR TO
ROUGH—IN.
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